IOWA UTILITIES COMMISSION

Engineering Specifications for Underground Transmission Line


Exhibit C-UG

1.
NAME OF PETITIONER  

2.
NAME/CIRCUIT NUMBER OF LINE (if applicable)  

3.
This exhibit is for 


 miles of line in 





  County.

LOCATION of this segment:  

For existing lines:

This line or line segment was originally built in            . Year of last major rebuild, if applicable           .  

This line or line segment is subject to the              (year) edition of the National Electrical Safety Code.

4.
VOLTAGES:

Nominal Voltage  
 Maximum voltage  

Circuit Configuration  
 (Open or closed Delta or Wye)

If wye connected, state where neutral is grounded   

5.
CONDUCTOR SPECIFICATIONS:

Direct Burial  
  or In Duct  

Duct Size  
  Duct Material  

Conductor Size  
  Material  

Insulation Thickness  
  Material  

Outer Shield Material(s) 

Neutral Conductor Size  
  Material  

Is Cable Jacketed? 
  Material  

How Terminated  

How Spliced  

6.
SURGE ARRESTERS:

Typical manufacturer and catalog number  

Where installed  

Remarks:  

7.
INSTALLATION AND PROTECTION:

Min. Burial Depth  
 Method of Installation (Trench or plow)  

How is the line to be marked or protected from damage from unauthorized excavation?  

8.
ADDITIONAL UTILITIES IN COMMON TRENCH:


If utility facilities other than the above are to be buried with the proposed line, complete the following:

Type of Utility  

Name of Company  

If electric facilities, state voltage  

Vertical separations between utilities  

Horizontal separations between utilities  

Location of common grounds  

Maximum distance in feet between such grounds  

For existing lines, if records are incomplete complete Sections 5, 7, and 8 to the extent possible.

Attach additional pages as necessary for additional information or explanation.
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